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NOTES:

1. RAILING DESIGN IN ACCORDANCE WITH
THE 2010 NATIONAL BUILDING CODE &
THE 2012 ONTARIO BUILDING CODE &
SB13, PART 9 RESIDENTIAL

2. ALL RAILING MATERIAL ALUMINUM
ALLOY 6063-T5

**THIS DRAWING APPLIES TO ALL ALLURE RAILING
LTD. FRAMELESS GLASS RAILING DESIGN USING:
2" x 2" POSTS AND MAX. 36" IN HEIGHT

4 - 3/8" x 3 1/2" HAS BOLTS (ZINC)
INTO EXISTING CONC. WITH BITUMINOUS
MATERIALS IN HOLES, OR 3/8" x 3 3/4"
STAINLESS STEEL WEDGE ANCHORS

WOOD FRAMING

PLASTIC SKIRT

EXISTING CONC.

S/S GLASS CLIPS FASTENED TO POST
WITH 3/8" BOLT AND BUSHING RUBBER
BETWEEN GLASS AND CLIP TYP.

ALUM. POST 2" x 2" TYP.

10mm TEMPERED GLASS

EXTRUDED ALUM. BASE TYP.

4 - 3/8" x 5" LAG BOLTS (ZINC)
INTO 4 - 2" x 6" MIN

WOOD BLOCKING

JOIST

BLOCKS TO BE SECURED
WITH SPIKES OR WOOD
SCREWS ON EACH SIDE
OF JOISTS4 - 2" x 8" BETWEEN

JOISTS (MIN.)
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48" MAX.

46" MAX.

10mm TEMPERED GLASS


